All authors of papers published in this volume are listed alphabetically. Full titles are included in each first author’s 


entry. Letters in parentheses follow some of the page numbers: TB indicates Technical Brief, D indicates Discussion, 


Abelha, P. — (see Gulyurtlu, 1.) 128, 104-110 
(see Gulyurtlu, I.) 128, 118-122 
(see Gulyurtlu, 1.) 128, 123-128 
Aceves, Salvador M., Martinez-Frias, Joel, and Reistad, Gordon M. 
Analysis of Homogeneous Charge Compression Ignition 
(HCCI) Engines for Cogeneration Applications. 128, 16-27 
Adebiyi, George A. Limits of Performance for Alternate Fuel Energy 
to Mechanical Work Conversion Systems. 128, 229-235(TB) 
Akbari, Pezhman — (see Kharazi, Amir A.) 128, 325-334 
Al-Hiddabi, S. — (see Seibi, A. C.) 128, 247-256 
Amano, R. S. — (see Lu, Xiaofeng) 128, 311-318 
Amundsen, Per A., Torkildsen, Torgeir, and Saasen, Arild 
Shielding of Directional Magnetic Sensor Readings in a Measurement 
While Drilling Tool for Oil Well Positioning. 128, 343-345(TB) 
Andersson, Bengt-Ake — (see Johansson, Andreas) 128, 135-142 
Anthony, E. J., Jia, L.. Burwell, S. M., Najman, J., and Bulewicz, E. 
M. Understanding the Behavior of Calcium Compounds in 
Petroleum Coke Fluidized Bed Combustion (FBC) Ash. 128, 290-299 
Anthony, Edward J. — (see Montagnaro, Fabio) 128, 90-98 
Armesto, Lourdes — (see Bahillo, Alberto) 128, 99-103 


Bade Shrestha, S. O., and Karim, Ghazi A. The Operational 
Mixture Limits in Engines Fueled With Alternative Gaseous 

128, 223-228 

Bahillo, Alberto, Armesto, Lourdes, Cabanillas, Andrés, and Otero, 
Juan NO, and N,O Emissions During Fluidized Bed 
Combustion of Leather Wastes. 128, 99-103 

Baird, Benjamin 


Fuels 


(see Smith, Tracy) 128, 300-310 
Beavers, Harvie — (see Fuller, Jack A.) 128, 150-153 
Bessette, Robert — (see Fuller, Jack A.) 128, 150-153 
Bhattacharyya, Souvik — (see Mazumdar, Sagnik) 128, 35-43 
Boavida, D. — (see Gulyurtlu, 1.) 128, 118-122 


(see Gulyurtlu, 128, 123-128 

(see Lake, Larry W.) 128, 245-246(ED) 
(see Anthony, E. J.) 128, 290-299 
—(see Anthony, E. J.) 128, 290-299 


Bryant, Steven L. 
Buiewicz, E. M. 
Burwell, S. M. 


Cabanillas, Andrés — (see Bahillo, Alberto) 128, 99-103 
Cabrita, 1. — (see Gulyurtlu, 1.) 128, 104-110 
(see Gulyurtlu, 1.) 128, 118-122 
(see Gulyurtlu, I.) 128, 123-128 
Camponogara, Eduardo, and Nakashima, Paulo H. R. — Optimal 
Allocation of Lift-Gas Rates Under Multiple Facility Constraints: 
A Mixed Integer Linear Programming Approach. 128, 280-289 
Chaleta, N. — (see Gulyurtlu, 1.) 128, 118-122 
Chen, Jincan — (see Zhang, Yue) 128, 216-222 
Chen, Xianghui, McLaury, Brenton S., and Shirazi, Siamack A. — 
A Comprehensive Procedure to Estimate Erosion in Elbows for 
Gas/Liquid/Sand Multiphase Flow. 128, 70-78 
Christoforou, Andreas P. — (see Yigit, Ahmet S.) 128, 268-274 


Crujeira, T. — (see Gulyurtlu, 1.) 128, 123-128 


352 / Vol. 128, DECEMBER 2006 


E indicates Errata, and BR indicates Book Review. 


David Constant, W. — (see Weimer, Mindy L.) 128, 44-48 
deRocco, Mario — (see Toma, Peter) 128, 49-61 

Diaz Vazquez, Ana R. — (see Franco, Alessandro) 128, 346-351(TB) 
Dincer, Ibrahim — (see Sahin, Ahmet Duran) 128, 194-202 


Erdai, Ferhat M., and Shirazi, Siamack A. — Effect of the Inlet 
Geometry on the Flow in a Cylindrical Cyclone Separator. 
128, 62-69 


Franco, Alessandro, and Diaz Vazquez, Ana R. — A Thermodynamic 
Based Approach for the Multicriteria Assessment of Energy 
Conversion Systems. 128, 346-351(TB) 

Fuller, Jack A., Beavers, Harvie, and Bessette, Robert — 
Atmospheric Fluidized Bed Combustion (AFBC) Plants: 

An Operations and Maintenance Study. 128, 150-153 


Gollahalli, S. R. 
Gomes, S. 

Goncalves, R. 
Gopal, M. Ram 
Goss, Chris 


(see Smith, Tracy) 128, 300-310 
(see Gulyurtlu, 1.) 128, 118-122 
(see Gulyurtlu, I.) 128, 123-128 
~(see Mazumdar, Sagnik) 128, 35-43 
(see Toma, Peter) 128, 49-61 
Gu, Yaging, and Oliver, Dean S. — The Ensemble Kalman Filter for 
Continuous Updating of Reservoir Simulation Models. 128, 
79-87 
Gulyurtlu, I., Lopes, M. Helena, Abelha, P., Cabrita, 1., and 
Oliveira, J. F. Santos The Study of Partitioning of Heavy Metals 
During Fluidized Bed Combustion of Sewage Sludge and Coal. 
128, 104-110 
, Abelha, P., Boavida, D., Seabra, J., Gomes, S., Chaleta, N., 
and Cabrita, 1. — The Implications of Burning a Blend of 
Waste Materials in a Fluidizied Bed Combustor. 128, 118-122 
, Crujeira, T., Lopes, M. H., Abelha, P., Boavida, D., Seabra, 
J., Gongalves, R., Sargaco, C., and Cabrita, I. — The Study of 
Combustion of Municipal Waste in a Fluidized Bed 
Combustor. 128, 123-128 
Gupta, Ashwani K. — (see Jangsawang, W.) 128, 179-185 


Hepbasli, Arif 
Holloway, Larry — (see Toma, Peter) 128, 49-61 


(see Ozgener, Onder) 128, 28-34 


Ibrahim, Jamal — (see Toma, Peter) 128, 49-61 
Ivory, John — (see Toma, Peter) 128, 49-61 


Jangsawang, W., Klimanek, A., and Gupta, Ashwani K. — Enhanced 
Yield of Hydrogen From Wastes Using High Temperature Steam 
Gasification. 128, 179-185 

Jia, L. — (see Anthony, E. J.} 128, 290-299 

Jia, Lufei — (see Montagnaro, Fabio) 128, 90-98 


Transactions of the ASME 


| | 
i 


All authors of papers published in this volume are listed alphabetically. Full titles are included in each first author’s 


entry. Letters in parentheses follow some of the page numbers: TB indicates Technical Brief, D indicates Discussion, 


Abelha, P. — (see Gulyurtlu, 1.) 128, 104-110 
(see Gulyurtlu, I.) 128, 118-122 
(see Gulyurtlu, 1.) 128, 123-128 
Aceves, Salvador M., Martinez-Frias, Joel, and Reistad, Gordon M. 
Analysis of Homogeneous Charge Compression Ignition 
(HCCI) Engines for Cogeneration Applications. 128, 16-27 
Adebiyi, George A. Limits of Performance for Alternate Fuel Energy 
to Mechanical Work Conversion Systems. 128, 229-235(TB) 
Akbari, Pezhman — (see Kharazi, Amir A.) 128, 325-334 
Al-Hiddabi, S. — (see Seibi, A. C.) 128, 247-256 
Amano, R. S. — (see Lu, Xiaofeng) 128, 311-318 
Amundsen, Per A., Torkildsen, Torgeir, and Saasen, Arild 
Shielding of Directional Magnetic Sensor Readings in a Measurement 
While Drilling Tool for Oil Well Positioning. 128, 343-345(TB) 
Andersson, Bengt-Ake — (see Johansson, Andreas) 128, 135-142 
Anthony, E. J., Jia, L.. Burwell, S. M., Najman, J., and Bulewicz, E. 
M. Understanding the Behavior of Calcium Compounds in 
Petroleum Coke Fluidized Bed Combustion (FBC) Ash. 128, 290-299 
Anthony, Edward J. — (see Montagnaro, Fabio) 128, 90-98 
Armesto, Lourdes — (see Bahillo, Alberto) 128, 99-103 


Bade Shrestha, S. O., and Karim, Ghazi A. The Operational 
Mixture Limits in Engines Fueled With Alternative Gaseous 

128, 223-228 

Bahillo, Alberto, Armesto, Lourdes, Cabanillas, Andrés, and Otero, 
Juan NO, and N,O Emissions During Fluidized Bed 
Combustion of Leather Wastes. 128, 99-103 

Baird, Benjamin 


Fuels 


(see Smith, Tracy) 128, 300-310 
Beavers, Harvie — (see Fuller, Jack A.) 128, 150-153 
Bessette, Robert — (see Fuller, Jack A.) 128, 150-153 
Bhattacharyya, Souvik — (see Mazumdar, Sagnik) 128, 35-43 
Boavida, D. — (see Gulyurtlu, 1.) 128, 118-122 


(see Gulyurtlu, 128, 123-128 

(see Lake, Larry W.) 128, 245-246(ED) 
(see Anthony, E. J.) 128, 290-299 
—(see Anthony, E. J.) 128, 290-299 


Bryant, Steven L. 
Buiewicz, E. M. 
Burwell, S. M. 


Cabanillas, Andrés — (see Bahillo, Alberto) 128, 99-103 
Cabrita, 1. — (see Gulyurtlu, 1.) 128, 104-110 
(see Gulyurtlu, 1.) 128, 118-122 
(see Gulyurtlu, I.) 128, 123-128 
Camponogara, Eduardo, and Nakashima, Paulo H. R. — Optimal 
Allocation of Lift-Gas Rates Under Multiple Facility Constraints: 
A Mixed Integer Linear Programming Approach. 128, 280-289 
Chaleta, N. — (see Gulyurtlu, 1.) 128, 118-122 
Chen, Jincan — (see Zhang, Yue) 128, 216-222 
Chen, Xianghui, McLaury, Brenton S., and Shirazi, Siamack A. — 
A Comprehensive Procedure to Estimate Erosion in Elbows for 
Gas/Liquid/Sand Multiphase Flow. 128, 70-78 
Christoforou, Andreas P. — (see Yigit, Ahmet S.) 128, 268-274 


Crujeira, T. — (see Gulyurtlu, 1.) 128, 123-128 


352 / Vol. 128, DECEMBER 2006 


E indicates Errata, and BR indicates Book Review. 


David Constant, W. — (see Weimer, Mindy L.) 128, 44-48 
deRocco, Mario — (see Toma, Peter) 128, 49-61 

Diaz Vazquez, Ana R. — (see Franco, Alessandro) 128, 346-351(TB) 
Dincer, Ibrahim — (see Sahin, Ahmet Duran) 128, 194-202 


Erdai, Ferhat M., and Shirazi, Siamack A. — Effect of the Inlet 
Geometry on the Flow in a Cylindrical Cyclone Separator. 
128, 62-69 


Franco, Alessandro, and Diaz Vazquez, Ana R. — A Thermodynamic 
Based Approach for the Multicriteria Assessment of Energy 
Conversion Systems. 128, 346-351(TB) 

Fuller, Jack A., Beavers, Harvie, and Bessette, Robert — 
Atmospheric Fluidized Bed Combustion (AFBC) Plants: 

An Operations and Maintenance Study. 128, 150-153 


Gollahalli, S. R. 
Gomes, S. 

Goncalves, R. 
Gopal, M. Ram 
Goss, Chris 


(see Smith, Tracy) 128, 300-310 
(see Gulyurtlu, 1.) 128, 118-122 
(see Gulyurtlu, I.) 128, 123-128 
~(see Mazumdar, Sagnik) 128, 35-43 
(see Toma, Peter) 128, 49-61 
Gu, Yaging, and Oliver, Dean S. — The Ensemble Kalman Filter for 
Continuous Updating of Reservoir Simulation Models. 128, 
79-87 
Gulyurtlu, I., Lopes, M. Helena, Abelha, P., Cabrita, 1., and 
Oliveira, J. F. Santos The Study of Partitioning of Heavy Metals 
During Fluidized Bed Combustion of Sewage Sludge and Coal. 
128, 104-110 
, Abelha, P., Boavida, D., Seabra, J., Gomes, S., Chaleta, N., 
and Cabrita, 1. — The Implications of Burning a Blend of 
Waste Materials in a Fluidizied Bed Combustor. 128, 118-122 
, Crujeira, T., Lopes, M. H., Abelha, P., Boavida, D., Seabra, 
J., Gongalves, R., Sargaco, C., and Cabrita, I. — The Study of 
Combustion of Municipal Waste in a Fluidized Bed 
Combustor. 128, 123-128 
Gupta, Ashwani K. — (see Jangsawang, W.) 128, 179-185 


Hepbasli, Arif 
Holloway, Larry — (see Toma, Peter) 128, 49-61 


(see Ozgener, Onder) 128, 28-34 


Ibrahim, Jamal — (see Toma, Peter) 128, 49-61 
Ivory, John — (see Toma, Peter) 128, 49-61 


Jangsawang, W., Klimanek, A., and Gupta, Ashwani K. — Enhanced 
Yield of Hydrogen From Wastes Using High Temperature Steam 
Gasification. 128, 179-185 

Jia, L. — (see Anthony, E. J.} 128, 290-299 

Jia, Lufei — (see Montagnaro, Fabio) 128, 90-98 


Transactions of the ASME 


| | 
i 


Johansson, Andreas, Johnsson, Filip, and Andersson, Bengt-Ake — 
The Performance of a Loop Seal in a CFB Boiler. 128, 135-142 
Johnsson, Filip — (see Johansson, Andreas) 128, 135-142 


Karim, Ghazi A. — (see Bade Shrestha, S. O.) 128, 223-228 

Karrech, A. — (see Seibi, A. C.) 128, 247-256 

Kerner, Jeff W., and Stetler, Gary W. — Ash Cooling Screws—A 
Retrospective and Looking Ahead. 128, 154-158 

Kharazi, Amir A., Akbari, Pezhman, and Miiller, Norbert — 
Implementation of 3-Port Condensing Wave Rotors in R718 Cycles. 
128, 325-334 

Kiel, J. H. A. — (see Korbee, R.) 128, 143-149 

Klimanek, A. — (see Jangsawang, W.) 128, 179-185 

Korbee, R., van Ommen, J. R., Lensselink, J., Nijenhuis, J., Kiel, J. 
H. A., and van den Bleek, C. M. — Early Agglomeration 
Recognition System (EARS). 128, 143-149 

Korpany, Gerard — (see Toma, Peter) 128, 49-6] 

Kowalski, Gregory J., and Zenouzi, Mansour — Selection of 
Distributed Power-Generating Systems Based on Electric, Heating, 
and Cooling Loads. 128, 168-178 

Kreith, Frank — (see West, R. E.) 128, 236-243(D) 


Lake, Larry W., and Bryant, Steven L. — The Scientific Method and 
Earth Sciences. 128, 245-246(ED) 

Lazzaretto, Andrea, and Toffolo, Andrea — A Critical Review of the 
Thermoeconomic Diagnosis Methodologies for the Location of 
Causes of Malfunctions in Energy Systems. 128, 335-342 

Lensselink, J. — (see Korbee, R.) 128, 143-149 

Lin, Bihong — (see Zhang, Yue) 128, 216-222 

Lopes, M. H. — (see Gulyurtlu, I.) 128, 123-128 

Lopes, M. Helena — (see Gulyurtlu, I.) 128, 104-110 

Lu, Xiaofeng, and Amano, R. S. — Feasible Experimental Study on 
the Utilization of a 300 MW CFB Boiler Desulfurizating 
Bottom Ash for Construction Applications. 128, 311-318 

Lyons, K. M. — (see Terry, S. D.) 128, 319-324 


Mahkamov, K. — Design Improvements to a Biomass Stirling Engine 
Using Mathematical Analysis and 3D CFD Modeling. 128, 
203-215 

Martinez-Frias, Joel — (see Aceves, Salvador M.) 128, 16-27 

Mazumdar, Sagnik, Gopal, M. Ram, and Bhattacharyya, Souvik — 
Dynamic Performance Analysis of a Compressor Driven Metal 
Hydride Cooling System. 128, 35-43 

McLaury, Brenton S. — (see Chen, Xianghui) 128, 70-78 

Mei, Joseph S., Monazam, Esmail R., and Shadle, Lawrence J. — 
Flow Regime Study of a Light Material in an Industrial Scale 
Cold Flow Circulating Fluidized Bed. 128, 129-134 

Monazam, Esmail R. — (see Mei, Joseph S.) 128, 129-134 

Montagnaro, Fabio, Salatino, Piero, Scala, Fabrizio, Wu, Yinghai, 
Anthony, Edward J., and Jia, Lufei — Assessment of Sorbent 
Reactivation by Water Hydration for Fluidized Bed Combustion 
Application. 128, 90-98 

Miiller, Norbert — (see Kharazi, Amir A.) 128, 325-334 


Najman, J. — (see Anthony, E. J.) 128, 290-299 
Nakashima, Paulo H. R. — (see Camponogara, Eduardo) 128, 280-289 
Nijenhuis, J. — (see Korbee, R.) 128, 143-149 


Oliveira, J. F. Santos — (see Gulyurtlu, I.) 128, 104-110 
Oliver, Dean S. — (see Gu, Yaging) 128, 79-87 

Omar, Ismail — (see Toma, Peter) 128, 49-61 

Otero, Juan — (see Bahillo, Alberto) 128, 99-103 

Ou, Congjie — (see Zhang, Yue) 128, 216-222 


Journal of Energy Resources Technology 


Ozgener, Onder, and Hepbasli, Arif — An Economical Analysis on 
Solar Greenhouse Integrated Solar Assisted Geothermal Heat 
Pump System. 128, 28-34 


Periasamy, Chendhil — (see Smith, Tracy) 128, 300-310 

Pervez, T. — (see Seibi, A. C.) 128, 247-256 

Pisupati, Sarma V. — Special Issue on Advances in Fluidized Bed 
Combustion. 128, 89(ED) 


Reistad, Gordon M. — (see Aceves, Salvador M.) 128, 16-27 

Robello Samuel, G., and Saveth, Ken J. — Optimal Design of 
Progressing Cavity Pumps(PCP). 128, 275-279 

Rosen, Mare A. — (see Sahin, Ahmet Duran) 128, 194-202 


Saasen, Arild — (see Amundsen, Per A.) 128, 343-345(TB) 
Sahin, Ahmet Duran, Dincer, Ibrahim, and Rosen, Mare A. — New 
Spatio-Temporal Wind Exergy Maps. 128, 194-202 
Salatino, Piero — (see Montagnaro, Fabio) 128, 90-98 
Sampaio, Jorge H. B., Jr. — Planning 3D Well Trajectories Using 
Cubic Functions. 128, 257-267 
Sargaco, C. — (see Gulyurtiu, I.) 128, 123-128 
Saveth, Ken J. — (see Robello Samuel, G.) 128, 275-279 
Scala, Fabrizio — (see Montagnaro, Fabio) 128, 90-98 
Seabra, J. — (see Gulyurtlu, I.) 128, 118-122 
(see Gulyurtlu, I.) 128, 123-128 
Seibi, A. C., Pervez, T., Karrech, A., and Al-Hiddabi, S. — Coupled 
Stress and Pressure Waves Propagation in an Elastic Solid Tube 
Submerged in Fluids. 128, 247-256 
Serra, L. — (see Valero, A.) 128, 1-8 
(see Valero, A.) 128, 9-15 
(see Uche, J.) 128, 186-193 
Shadle, Lawrence J. — (see Mei, Joseph S.) 128, 129-134 
Shirazi, Siamack A. — (see Erdal, Ferhat M.) 128, 62-69 
(see Chen, Xianghui) 128, 70-78 
Smith, Tracy, Periasamy, Chendhil, Baird, Benjamin, and Gollahalli, 
S. R. — Trajectory and Characteristics of Buoyancy and 
Momentum Dominated Horizontal Jet Flames From Circular and 
Elliptic Burners. 128, 300-310 
Sézbir, Nedim — A New Approach to the Simulation of Thermal 
Systems. 128, 161-167 
Stetler, Gary W. — (see Kerner, Jeff W.) 128, 154-158 
Stubington, John F. — (see Wang, Alan L. T.) 128, 111-117 


Terry, S. D., and Lyons, K. M. — Turbulent Lifted Flames in the 
Hysteresis Regime and the Effects of Coflow. 128, 319-324 

Toffolo, Andrea — (see Lazzaretto, Andrea) 128, 335-342 

Toma, Peter, Ivory, John, Korpany, Gerard, deRocco, Mario, 
Holloway, Larry, Goss, Chris, Ibrahim, Jamal, and 
Omar, Ismail — A Two-Layer Paraffin Deposition Structure 
Observed and Used to Explain the Removal and Aging of Paraffin 
Deposits in Wells and Pipelines. 128, 49-61 

Torkildsen, Torgeir — (see Amundsen, Per A.) 128, 343-345(TB) 


Uche, J. — (see Valero, A.) 128, 1-8 
(see Valero, A.) 128, 9-15 


, Serra, L., and Valero, A. — Exergy Costs and Inefficiency 
Diagnosis of a Dual-Purpose Power and Desalination Plant. 
128, 186-193 


Valero, A., Serra, L., and Uche, J. — Fundamentals of Exergy Cost 
Accounting and Thermoeconomics. Part I: Theory. 128, 1-8 


DECEMBER 2006, Vol. 128 / 353 


| | 
1 
| | 
| 
| 
3 
| 
\ 
« 


, Serra, L., and Uche, J. — Fundamentals of Exergy Cost System Without Hydrogen or Oil. 128, 236-—243(D) 
Accounting and Thermoeconomics Part II: Applications. Wu, Yinghai — (see Montagnaro, Fabio) 128, 90-98 
128, 9-15 

(see Uche, J.) 128, 186-193 

van den Bleek, C. M. — (see Korbee, R.) 128, 143-149 
van Ommen, J. R. — (see Korbee, R.) 128, 143-149 


Xu, Jiangang — (see Wang, Alan L. T.) 128, 111-117 


Yigit, Ahmet S., and Christoforou, Andreas P. — Stick-Slip and Bit- 
Wang, Alan L. T., Stubington, John F., and Xu, Jiangang — Bounce Interaction in Oil-Well Drillstrings. 128, 268-274 
Hydrodynamic Performance of a Novel Design of 
Pressurized Fluidized Bed Combustor. 128, 111—117 


Weimer, Mindy L., and David Constant, W. — Hygro-Mole: A Zenouzi, Mansour — (see Kowalski, Gregory J.) 128, 168-178 


Logging Tool for Determining Moisture Content in Zhang, Yue, Ou, Congjie, Lin, Bihong, and Chen, Jincan — The 
Environmentally Sensitive Subsurface Zones. 128, 44-48 Regenerative Criteria of an Irreversible Brayton Heat Engine 
West, R. E., and Kreith, Frank — A Vision for a Secure Transportation and its General Optimum Performance Characteristics. 128, 216-222 


354 / Vol. 128, DECEMBER 2006 Transactions of the ASME 


x 
‘ 
4 
Rs 
| 


